
AutoCAD SHX Text
FLEX 

AutoCAD SHX Text
MEMBRANE

AutoCAD SHX Text
INTERNATIONAL

AutoCAD SHX Text
NAME

AutoCAD SHX Text
TITLE

AutoCAD SHX Text
DETAIL NO. 4.80

AutoCAD SHX Text
DRAWN BY:

AutoCAD SHX Text
DATE:

AutoCAD SHX Text
SK

AutoCAD SHX Text
APPLICABLE TO ALL FLEX

AutoCAD SHX Text
ADHERED ROOFING SYSTEMS

AutoCAD SHX Text
2670 LEISCZ'S BRIDGE RD. LEESPORT, PA 19533 800-969-0108 FlexRoofingSystems.com

AutoCAD SHX Text
7/2019

AutoCAD SHX Text
HIGH TEMPERATURE PIPE FLASHING

AutoCAD SHX Text
DECK

AutoCAD SHX Text
APPROVED SUBSTRATE

AutoCAD SHX Text
FLEX FIELD MEMBRANE

AutoCAD SHX Text
2" MIN HEAT WELD

AutoCAD SHX Text
FLEX NON REINFORCED FLASHING MEMBRANE

AutoCAD SHX Text
22 GA GALV. PAN (BY OTHERS)

AutoCAD SHX Text
STAINLESS STEEL PIPE CLAMP

AutoCAD SHX Text
FLEX APPROVED ADHESIVE

AutoCAD SHX Text
FLEX APPROVED SEALANT

AutoCAD SHX Text
RAIN HOOD (BY OTHERS)

AutoCAD SHX Text
HIGH TEMPERATURE PIPE STACK

AutoCAD SHX Text
NOTES: THIS DETAIL IS TO BE USED WHEN TEMPERATURE OF STACK EXCEED 140F. COVER ANY ASPHALT RESIDUE ON PIPE WITH ALUMINUM TAPE PRIOR TO INSTALLING MEMBRANE. FLEX TPO: FLEX TPO CUT EDGE SEALANT IS REQUIRED ON ALL NON FACTORY CUT EDGES OF FLEX TPO


	Sheets and Views
	Model


